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TOWN OF THOMPSON     SULLIVAN COUNTY      NEW YORK
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PRELIMINARY & FINAL SITE PLAN

integrating design & engineering

67A MOUNTAIN BOULEVARD EXTENSION

P.O.BOX 4039

WARREN, NEW JERSEY 07059

PHONE:(732) 560-9700
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 TAX LOT
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LIC. NO. 086749NEW YORK

PROFESSIONAL ENGINEER

LISA A. DIGEROLAMO, P.E.
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STONE

3/4" CLEAN

MIN.
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4"

1
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5'-0"

3/4" CLEAN STONE

DRY RUBBLE MASONRY

1

1

3

GEOTEXTILE FABRIC MIRAFI 180N

4" PVC PERFORATED 

PIPE DRAIN TO 

NEAREST INLET

6" TO 36"Ø

NOTES:

1. SEE SITE PLAN FOR LOCATION.

2. GATE & CORNER POSTS TO HAVE 14"Ø FOOTINGS.
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"

8
"

12"Ø

TIMBER RAIL & POST

PVC COATED WIRE FABRIC (BLACK)

BACKFILL AND COMPACT WITH DGA

3

4

" CLEAN STONE

FIRM BEARING (TYP.)

18"x18" SIGN @ 500'

INTERVALS

FINISHED GRADE

FINISHED GRADE

GATE ELEVATION

NOTES:

1. SEE SITE PLAN FOR LOCATION

2. WESTERN RED CEDAR STAINED NATURAL OR DARK BROWN AS PER

OWNER, ALL HARDWARE PAINTED BLACK

3. TENSION WIRE TO CONFORM WITH AASHTO 181-23.1

GATE LOCKING LATCH SYSTEM (PLAN VIEW)

HITCHBACK POST

1
8
"
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'
-
6
"

8
"

8" 5"

5"

TYP.

4
"
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X
.

4" MAX.

6'-0" 6'-0" 6'-0"
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'
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"

14"Ø

8
"

8"

5"

5"

4"

4
'
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"

3
'
-
6
"

8"

HEAVY DUTY LATCH SYSTEM BY

RYTHER-PURDY OR APPROVED

EQUAL, LOCK BY OTHERS

5

8

"Ø GALV. STEEL

CARRIAGE BOLTS

LEAF ADJUSTMENT NUT

LOCK (BY OTHERS)

HEAVY DUTY LATCH SYSTEM

HOOK

8"-3/4" CLEAN

STONE

HITCHBACK POST

TO SECURE GATE

IN OPEN POSITION

6" RAILS

HEAVY DUTY LATCH SYSTEM BY

RYTHER-PURDY, LOCK (BY OTHERS)

CLAMP WIRE TO

REAR OF POST &

RAIL (TYP.)

5/8"Ø GALVANIZED STEEL

CARRIAGE BOLTS

RYTHER-PURDY HINGE SYSTEM

OR APPROVED EQUAL

TIMBER RAIL & POST TO MATCH

5/8"Ø GALVANIZED

STEEL CARRIAGE

BOLTS (TYP.)

CLASS 'B' CONCRETE

AIR ENTRAINMENT

5%-7%

2"OPN'G-11 GA.

ASTM F-668 PVC

COATED WIRE

FABRIC (BLACK)

TENSION WIRE

LINE POSTEND POST

HOLD

16"

10"SQ.

6"

24"

8"

BACK OF CURB

LAWN

10' OR AS REQ'D

6"

4
'

8
"

6
"

12"Ø

14"Ø

1

4

 
H

3
'
-
0
"

10'-0"

NOMINAL POST SPACING

NOTES:

1. RESIDENTIAL, TENNIS COURT, LIGHT INDUSTRIAL: 2"x2" SQUARE #11

GAUGE FABRIC STANDARD INDUSTRIAL: 2"x2" SQUARE #9 GAUGE

FABRIC.

2. ALL POSTS AND PIPES TO BE SCHEDULE 40 OR 80 DEPENDING ON

HEIGHT (ASTM-F283).

KNUCKLE FINISH ON BOTTOM

AND SALVAGE TOP

TENSION WIRE (T&B) SEE

AASHTO 181-23.1

POST CAP

1"x

1

8

" BRACE BAND FOR

TENSION WIRE (T&B)

HOG RING FASTENERS

#9 GAUGE @ 12" MAX. (T&B)

TERMINAL POST 3" O.D. PIPE

TOP RAIL 1

5

8

" O.D. PIPE OR "U"

SECTION ON CORNER POSTS

ONLY

FABRIC TIES #9 GAUGE WIRE

POST @ 10", RAIL @ 12" MAX.

1

4

"x

3

4

" STRETCHER BAR

1"x

1

8

" STRETCHER BAR BANDS

@ 10" MAX.

3

8

"Ø DIAGONAL BRACE ROD

TURNBUCKLE

PITCH TO DRAIN

CLASS 'B' CONCRETE AIR

ENTRAINED 5-7%

3

4

" CLEAN STONE

FIRM BEARING (TYP.)

PLUG END OF POST (TYP.)
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NOTES:

1. RESIDENTIAL, TENNIS COURT, LIGHT INDUSTRIAL: 2"x2" SQUARE #11

GAUGE FABRIC STANDARD INDUSTRIAL: 2"x2" SQUARE #9 GAUGE

FABRIC.

2. ALL POSTS AND PIPES TO BE SCHEDULE 40 OR 80 DEPENDING ON

HEIGHT (ASTM-F283).

2" O.D. PIPE

GATE POST

GATE HINGE

GATE FRAME

POST 3" O.D. PIPE

GATE LATCH

TRUSS ROD

CENTER DROP ROD

ASSEMBLY

CLASS 'B' CONCRETE AIR

ENTRAINED 5-7%

3

4

" CLEAN STONE

FIRM BEARING (TYP.)

FABRIC

3"

CONCRETE PAD

(SEE DETAIL)

(PROVIDE EXPANSION

JOINT AT CURB AND

JOINTS AS REQUIRED)

ENCLOSURE FENCE

12" (TYP.)

 SOLID WASTE

DUMPSTER

18' MIN.
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CONCRETE CURB

BELGIAN BLOCK CURB

1

2

" JOINTS WITH PREFORMED

BITUMINOUS- IMPREGNATED

FIBER JOINT FILLER, FROM

THE FRONT FACE AND TOP

OF CURB.
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NOTES:

1. DETAILED SIGNED AND SEALED SHOP DRAWINGS INCLUDING

ENGINEERING CALCULATIONS FOR WALL STABILITY TO BE

PROVIDED WITH SHOP DRAWINGS. CALCULATIONS SHALL

INCLUDE GLOBAL STABILITY ANALYSIS.  SHOP DRAWINGS MUST

INCLUDE: LOCATION OF PERFORATED TUBING AND CONNECTION

TO DRAINAGE STRUCTURE; DETAIL OF HOW PIPES ARE TO BE

INSTALLED THROUGH THE WALL; DETAIL OF WALLS WITHIN

RETENTION PONDS.

2. CONTRACTOR MUST COORDINATE LOCATION OF ALL UTILITIES

WITHIN CLOSE PROXIMITY TO RETAINING WALLS.

LEVELING PAD COMPACTED

GRANULAR FILL 3/4"

CRUSHED STONE

4" HEAVY DUTY PERFORATED TUBING

(WITH POSITIVE SLOPE) DRAIN LINE TO

OUTLET STRUCTURE OR CLOSEST

DRAINAGE STRUCTURE.

NATIVE

UNDISTURBED

MATERIAL

REINFORCED

WALL FILL

3/4" CLEAN

CRUSHED

STONE

WALL BATTER SHALL

BE 1:128 (NEAR

VERTICAL)

CAP UNIT TOP

FENCE OR

GUIDERAIL

12"

8" LOW

PERM. SOIL

SITE

DETAILS

NOT TO SCALE

75

C-13

REDI-ROCK GRAVITY XL RETAINING WALL OVER 12' TALL

12

SCALE: NTS

DUMPSTER

7

SCALE: NTS

TIMBER GUIDE RAIL

1

SCALE: NTS

10'Hx14'W DOUBLE SWING GATE

6

SCALE: NTS

12' WIDE SPLIT RAIL FENCE

AND DOUBLE LEAF WOOD GATE

3

SCALE: NTS

10' HIGH CHAIN LINK FENCE

4

SCALE: NTS

SPLIT RAIL FENCE

2

SCALE: NTS

DRY LAID STONE WALL UNDER 4' TALL

9

SCALE: NTS

ALTERNATE MODULAR BLOCK RETAINING WALL

UNDER 4' TALL

11

SCALE: NTS

3

1

NOTES:

1. CONSTRUCTED OF WOLMANIZED DOUGLAS FIR.

2. ROUGH SAWN TEXTURE

3. STAINED DARK BROWN WOODLIFE PRESERVATIVE.

4. MATERIAL IS DENSE STRUCTURAL GRADE LUMBER

BELOW GRADE

PORTIONS BRUSH

COATED WITH

PRESERVATIVE FOR

GROUND CONTACT

PROTECTION

GRAVEL MIX

COMPACTED

TOPSOIL

LAG BOLTS

45° CHAMFER

4 SIDES AND TOP

CONCRETE PAD

COMPACTED SUBGRADE TO 95%

MODIFIED PROCTOR DENSITY

8" CLASS 'B' CONCRETE

AIR ENTRAINED 5%-7%

4"x4" W12xW12 WELDED WIRE FABRIC

6" DGA

8' DOUBLE GATE

(PROVIDE LATCH

WITH ADA STD.)

ASPHALT APRON

2
%

 
(
T

Y
P

.
)

ASPHALT ROADWAY

 SOLID WASTE

DUMPSTER

3
'
-
6
"

REDI-ROCK GRAVITY RETAINING WALL

(WALL HEIGHT 4'-12')

10

SCALE: NTS

FENCE GUARD CONNECTION OPTIONS - REDI ROCK

5

SCALE: NTS

MODULAR

BLOCK

WALL UNITS

PIPE THROUGH REDI-ROCK RETAINING WALL

8

SCALE: NTS

NOTES FOR RETAINING WALLS

1. CONTRACTOR SHALL PROVIDE THE  SIGNED AND SEALED SHOP

DRAWINGS INCLUDING ENGINEERING CALCULATIONS FOR ALL

RETAINING WALLS' STABILITY FOR REVIEW AND APPROVAL.

CALCULATIONS SHALL INCLUDE GLOBAL STABILITY ANALYSIS.  SHOP

DRAWINGS MUST INCLUDE: LOCATION OF PERFORATED TUBING AND

CONNECTION TO DRAINAGE STRUCTURE; DETAIL OF HOW PIPES AND

HEADWALLS ARE TO BE INSTALLED THROUGH THE WALL; DETAIL OF

WALLS WITHIN RETENTION PONDS.

2. CONTRACTOR MUST COORDINATE LOCATION OF ALL UTILITIES

WITHIN CLOSE PROXIMITY TO RETAINING WALLS.
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